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2.7 


Explain why applying the capillary pressure 
result from a single sand sample and the 
capillary pressure result from a single shale 
sample is appropriate for all sand and shale 
layers in the model. Since there is no site‐
specific core data, provide a justification based 
on the known environments of deposition, 
sedimentation patterns, and stratigraphic 
relationships from regional and local geologic 
studies that explain why the same capillary 
pressure can be applied for the entire vertical 
distance. It does not appear reasonable to EPA 
to assume that 63’ of core, from cores 3 and/or 
4, which represents approximately 1.1% of the 
entire vertical injection interval, can represent 
all lower Miocene sand layers over an 
approximately 5607’ vertical distance. 


 


 
  


 
HCS’s geologists and engineers are continuing to evaluate and model nearby well 
information to confirm the described scenario. 
 
HCS intends to collect comprehensive data from the Class VI well following construction 


 
 to complete the 


crossplot correlation of geophysical properties. These correlations will provide 
petrophysical property measurement values that will be used to update the models, 
including heterogeneous scenarios, and included in a pre‐operational data submittal as 
required by 40 CFR 146.82(c) and 146.87 as necessary. This extrapolation method is 
common practice in subsurface modeling and follows rules consistent with industry 
standards. 
 
 







































Figure 2.1.A 3D View of Plume Showing Separation of Well No.1 and Well No.3 


 


 


 


 


 







Figure 2.1.B 3D View of Plume Showing Separation of Well No.1 and Well No.2 
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2.17a Plume extents and Cross‐sections for the  concentration of supercritical phase CO2 at 0% Saturation 


   







2.17b Plume extents and Cross‐sections for the  concentration of supercritical phase CO2 at 1% Saturation 


   







2.17c Plume extents and Cross‐sections for the  concentration of supercritical phase CO2 at 2% Saturation 


   











2.17e Plume Cross‐sections, J plane, for the  concentration of supercritical phase CO2 at 0% Saturation 


 







2.17f Plume Cross‐sections, J plane, for the  concentration of supercritical phase CO2 at 1% Saturation 


   











2.17h Plume Cross‐sections, J plane, for the  concentration of supercritical phase CO2 at 3% Saturation 


 







2.17i Plume Cross‐sections, I plane, for the  concentration of supercritical phase CO2 at 0% Saturation 


   







2.17j Plume Cross‐sections, I plane, for the  concentration of supercritical phase CO2 at 1% Saturation 


   











2.17l Plume Cross‐sections, I plane, for the  concentration of supercritical phase CO2 at 3% Saturation 


   













